20010107.ba v03_n076.bam.20010107 


>From ???@??? Sun Jan 7 18:52:14 2001 -0600 

Date: Sun, 7 Jan 2001 18:50:01 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: BOATANCHORS digest 3076 

Message-Id: <20010108020445 .40967655C@devel43.theporch. com> 


BOATANCHORS Digest 3076 
Topics covered in this issue include: 


1) Re: Eddystone 830/7: first works 
by Scott Robinson <spr@earthlink.net> 
2) Re: {Collins} INFO: Intermittent problem 
by Roy Morgan <roy.morgan@nist.gov> 
3) Need e-mail address WAOCBK 
by "Ed White" <wa3bzt@wserv.com> 
4) Re: Eddystone 830/7: first works 
by Don Reaves <dr@cei.net> 
5) Re: Al Gross, SK - shut my mouff 
by "Hue Miller" <kargokult@proaxis.com> 
6) Re: Eddystone 830/7: first works 
by Hank van Cleef <vancleef@adic.com> 
7) Mosley CM-1 Receiver 
by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
8) Thordarson transformer info please? 
by "Larry Bearse" <lbearse@mail1.nai.net> 
9) WTD Radio Handbook by Editors and Engineers 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
10) Re: Mosley CM-1 Receiver 
by Bob/WBOAUQ <brainbol@lawrence.ks.us> 
11) Heathkit HP-23(X) Power Supply Differences 
by misheb@execpc.com 
12) Still need knobs for SW-54 
by Arden Allen <gumbear@pacbell.net> 
13) All STAR receiver 
by philip mccoy <dgnova@erols.com> 
14) TS-830 ALC 30L-1 
by "Ed White" <wa3bzt@wserv.com> 
15) WAUKESHA SWAPFEST = HALLICRAFTERS= 
by jackiv@juno.com 
16) Davco DR-30 RF Stage Modification 
by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
17) knurled nut wrench 
by jackiv@juno.com 
18) Re: WAUKESHA SWAPFEST = HALLICRAFTERS= 


by Arden Allen <gumbear@pacbell.net> 
19) ART-13 Power Connector 

by W4U0C@aol.com 
20) Re: Heathkit HP-23(X) Power Supply Differences 

by jim lockwood <jmlckwd@mindspring.com> 
21) Stuck Slug, again 

by "Bob Nickels" <ranickel@mwci.net> 
22) All Star correction 

by philip mccoy <dgnova@erols.com> 
23) Re: All Star correction No 2 

by jackiv@juno.com 
24) Isolation Transformer Info Needed 

by Robert Lawson <w4rl@bellsouth.net> 
25) Re: Isolation Transformer Info Needed 

by Arden Allen <gumbear@pacbell.net> 
26) Re: Stuck Slug, again 

by Arden Allen <gumbear@pacbell.net> 
27) FS: Bristol Wrench Sets 

by JONWEINER@aol.com 
28) Re: Mosley CM-1 Receiver 

by "Hue Miller" <kargokult@proaxis.com> 


Message-ID: <3A562BE9.B4CO8CC4@earthlink.net> 
Date: Fri, 05 Jan 2001 12:17:45 -0800 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Eddystone 830/7: first works 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Jose, 


If the S-meter is stuck on a storn signal indication, you might have an 
oscillating stage. Godd luck! 


/scott 

"JOSE V. GAVILA (EB5AGV/EC5AAU)" wrote: 

Hello from Spain, 

Yesterday I had some time to work on my 830/7 project. I removed most parts 
of the mixer assembly (difficult task, as it is enclosed in a die cast 
aluminum chassis, with very limited access to some parts), as it had been 


rewired and I wanted to restore original circuit. It seems that a wire got 
loosen from a difficult to access wafer connection, and somebody decided it 


VV VV VV VV 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


Vv 


VVVV VV 


was better to rewire than disassemble. I understand why, as it took lots of 
hours!. But now the switch is rewired as it should and, once there, I 
replaced some charred wires (which were burnt when the rewiring was done) 
and routed conveniently some other missplaced wires. Another missing thing 
was the ANL/AVC switch wafer, which I replaced. And then I look at the poor 
job done to rewire the filament power wiring. I changed some wires, 
re-routed some others and added fasteners so the wiring looks good, 
although it is not original. 


Then I took out all the valves (remember, this is a british set ;-) ) and 
checked them in my TV-7C/U. All except RF amplifier (V1) showed good 
readings, so I replaced V1 and connected the set. After a while I got some 
random ‘cracking’ noise from the speaker, no received nor calibrator 
signals. But tapping in some chassis parts I got a loud 'pop' at the 
speaker. So I started to look for loose contacts or bad soldering joints, 
armed with a plastic stick. I discovered a couple of ‘obvious' faults: a 
coax shield which shorted another connection in a wafer switch and a 
resistor which had never been soldered; it was just touching at one end!. 
This set was manufactured around 1969, so it had been that way for no less 
than 32 years... Fixing both things removed the loud 'pop' when tapping the 
set, but the random noise continued same way. I suspected of a OA2 voltage 
regulator (it uses two), as the noise was the same with the AF gain at 
minimum, but replacing them did not fix it. It was too late (00:30) so I 
let it for next day. 


I will continue troubleshooting the set, from the speaker to the IF and RF 
sections, injecting signals, until I locate the (first) faulty stage. BTW, 
AF amplifier seems to work fine, as it produces the usual buzzing when 
touched with a screwdriver. But there is an obvious fault, as the S-meter 
is almost fixed in the upper part of the scale and RF/IF gain just barely 
move it. 


I wonder if you have any clue of what could cause those cracking noises 
which, as I wrote, are independent of the AF gain setting... a noisy tube? 


More to come in next messages... 
Bye for now! 


73 EB5AGV / ECSAAU - JOSE V. GAVILA 
La Canyada - Valencia (SPAIN) 


EB5AGV Vintage Radio Site: http://www. geocities.com/eb5agv 


European Boatanchors List: http://www.eGroups.com/list/euro_ba_swap 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-Id: <5.0.0.25.2.20010105152622 .028886a0@sdct-sunsrv1.ncsl.nist.gov> 
Date: Fri, 05 Jan 2001 15:27:38 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: Re: {Collins} INFO: Intermittent problem 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 03:21 PM 1/5/01 -0500, Ray Vasek, W2EC wrote: 


>Here's an intermittent problem I encountered last night 
>Seems like the filament was acting like a flasher unit with a pretty 
>reliable cycle rate, 


Sell it to some "musician" and get big bucks. 
Start a new trend in modern "music". 


Then we can all say we knew you before you were famous... 


- Roy Morgan, KILKY since 1959 

7130 Panorama Drive, Derwood MD 20855 

Home: 301-330-8828 

Work: Voice: 301-975-3254, Fax: 301-948-6213 
roy.morgan@nist.gov -- 


Message-ID: <009801c07766$51b28f40$50bc69ce@tsunami2> 
From: "Ed White" <wa3bzt@wserv.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need e-mail address WAOQCBK 
Date: Fri, 5 Jan 2001 17:24:35 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Gang: 


Does anybody have the e-mail address for Dennis WAOCBK 
Ed White 
WA3BZT 


Date: Fri, 5 Jan 2001 22:29:22 -0600 (CST) 

From: Don Reaves <dr@cei.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Eddystone 830/7: first works 

Message-ID: <Pine.LNX.4.30.0101052227510 .32239-100000@wa5bbs. radiohome. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Bad or leaky caps, Jose! Are they not 32 years old? 


> 
> I wonder if you have any clue of what could cause those cracking noises 

> which, as I wrote, are independent of the AF gain setting... a noisy tube? 
> 


Don Reaves W50R Little Rock AR 


Message-ID: <0Q00201c077a0$e5367d00$51fd91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Al Gross, SK - shut my mouff 
Date: Fri, 5 Jan 2001 00:54:34 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


No - Al Gross no connection to Gross Radio Co. that i am aware of. 
He was still in his teens when this company was in production. Gross 
Radio was another of the 10's of companies putting out shortwave 
radios, mostly regens, in the mid 1930s. 

Hue Miller 


From: Hank van Cleef <vancleef@adic.com> 

Message-Id: <200101060621.XAAQ3469@catalina.emass.com> 
Subject: Re: Eddystone 830/7: first works 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 5 Jan 2001 23:21:17 -0700 (MST) 

Cc: boatanchors@theporch.com (Old Tube Radios) 


MIME-Version: 1.0 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


As "JOSE V. GAVILA (EB5AGV/EC5AAU)" discourses 
Hello from Spain, 


> 

> 

> 

> I will continue troubleshooting the set, from the speaker to the IF and RF 
> sections, injecting signals, until I locate the (first) faulty stage. BTW, 
> AF amplifier seems to work fine, as it produces the usual buzzing when 

> touched with a screwdriver. But there is an obvious fault, as the S-meter 
> is almost fixed in the upper part of the scale and RF/IF gain just barely 
> move it. 

> 
J 


ose, do that S-meter a favor and put some protective diodes across 
it. Two 1N4005's in opposite directions will do the trick. They 
won't start to conduct until about 200% of full scale, so won't affect 
the readings. 


Henry van Cleef 

Senior Engineer 

Advanced Digital Information Corp. 
303-705-3839 

vancleef@emass.com 


Message-Id: <4.2.0.58.20010106084626. 00a6f280@miavx1.muohio.edu> 
Date: Sat, 06 Jan 2001 08:56:04 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
Subject: Mosley CM-1 Receiver 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Gang, 

I've become interested lately in some of the oddball, quirky receivers of 
past years --you know, the kind that pop up briefly for a year or two, and 
then disappear, never to be seen again. The little Mosley CM-1 certainly 
fills that bill, and has become one of my favorites of this genre. 


I've recently acquired a CM-1 and have now had a chance to check it out. 
What a surprise, when I took the cabinet off! I made up a web page for the 
radio so you could see for yourself the innards of this oddball radio. Go 
to http: //www.muohio.edu/~4cx250b/web/rcvrs.htm and then click on the 
photo of the CM-1. 


133 


Jim Garland W8ZR 


Message-ID: <005£01c07801$6ed272c0$b82296d1@thecave> 
From: “Larry Bearse" <lbearse@mail1.nai.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Thordarson transformer info please? 
Date: Sat, 6 Jan 2001 11:55:02 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Looking for info on Thordarson T-45364, it may be a mod transformer. See 
http: //w3.nai.net/~lbearse/t45364.jpg for pic if that might help (about 
30K). Beer can in picture for size comparison. Notice the can is unopened 
due to low quality of the beer. 


Thanks....... Larry 


Message-ID: <3A56328F .DA276092@debitel .net> 

Date: Fri, 05 Jan 2001 21:46:10 +0100 

From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTD Radio Handbook by Editors and Engineers 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 
I am looking for the following books: 
RADIO HANDBOOK by EDITORS AND ENGINEERS 


edition 1, 2, 3, 5, 6, 7, 8, 13 


If you have any of these available please contact me. 


Thanks and 73 
Heinz KM5VT 


Message-ID: <3A5778F7.D2C408FA@lawrence.ks.us> 


Date: Sat, 06 Jan 2001 13:58:47 -0600 

From: Bob/WBOAUQ <brainbol@lawrence.ks.us> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Mosley CM-1 Receiver 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Nice looking CM-1 Jim. Apparently these 
lil revrs are 

more commonplace out here in your home 
territory, maybe 

because they were built in eastern MO. 
I've had three 

of them pass though the shack and 
retained the last one. 

One used to see the matching speaker now 
and then, but as all 

things, are less common the last few 
years. 

Seems that Moore lists the gray panel as 
being the most 

rare and the black/gray panel (the one 
usually seen in 

the mag ads), as more common. All three 
of mine were gray 

and I've never seen the black panel, so 
go figure.... 


Bob/WBOAUQ 


"James C. Garland" wrote: 

> 

> Hi Gang, 

> I've become interested lately in some of the oddball, quirky receivers.... 


Message-ID: <3A5781DA.41BEA9D1@execpc.com> 

Date: Sat, 06 Jan 2001 14:36:42 -0600 

From: misheb@execpc.com 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Heathkit HP-23(X) Power Supply Differences 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


What are the differences in the Heathkit HP-23, HP-23A, HP-24B, 


and HP24C power supplies? Thanks in advance. 


73, Gary W9OAK 


Date: Sat, 06 Jan 2001 13:25:12 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Still need knobs for SW-54 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG6ROOIQHFCVFL@mta6.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Knobsters; 


I didn't get any responses to my plea for National SW-54 knobs. That means 
there are less knobs than shafts to put them on, no? I've heard there are 
sources for replicated knobs. Does anyone know of a knob caster who might 
supply me with National knob replicas?? Thanks. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <3A5798ED.195F5D4C@erols.com> 
Date: Sat, 06 Jan 2001 17:15:09 -0500 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: All STAR receiver 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Sometime ago, someone was inquiring about the All Star receiver. I ran 
across an article in one of Gernsbach's 

magazine about this receiver. I have scanned it and placed 

a PDF copy on my web site at <Qsl.net/w3sak> 


If you are not familiar with this receiver, it was a kit 
put out in the 1930s for home constructors. 


Message-ID: <0Q09301c07838$53096440$87bc69ce@tsunami2> 
From: "Ed White" <wa3bzt@wserv.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Moyer, Scotty W3URR" <scottym@delaware.com> 
Subject: TS-830 ALC 30L-1 

Date: Sat, 6 Jan 2001 18:28:05 -0500 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Hi Gang: 
Need to know how to handle the ALC ckt for the Kenwood TS-830 to a 30L-1. 
I know there are people who have solved this problem. 


Still looking for a 30L-1 tuning knob for my set up KWM-2A and 30L-1 
Any help?? 

Ed 

WA3BZT 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sat, 6 Jan 2001 17:36:41 +0000 

Subject: WAUKESHA SWAPFEST = HALLICRAFTERS= 
Message-ID: <20010106.173650. -358179.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


HI Gang. We went to the Hamfest today and had a bad experience. I had 
just purchased a real nice 
HALLICRAFTERS S-120 from an old pal. I put it on my table and went to get 
a coffee, table was watched by another freind. When I returned I saw a 
oerson walking away with the -120, I said "where did you get that" he 
said "I just bought it for 20 dollars from that young man" and pointed to 
a son of a man selling computer programs from the table next to mine It 
turned out that the kid thought that he could make some money by selling 
stuff from my table. some tubes were also gone, about 30 bucks worth. 

Well the deal was overturned and the buyer walked away grumbling. 

to shorten the story, the radio was put in my van and when I got home, 
it was not there. We think that the "buyer" made a deal with him self 
while we were loading up. 


Missing- a clean S-120 with a slight yellow cast to the paint on the 
top to the right. Will give reward for the return. 


OLD tired Jack 


Message-Id: <4.2.0.58.20010106191914.00a7f1a0@miavx1.muohio.edu> 
Date: Sat, 06 Jan 2001 19:25:27 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 


Subject: Davco DR-30 RF Stage Modification 
Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Gang, 
A week or so ago, I promised to post a schematic of the DR-30 RF stage, 
modified for an N-channel FET instead of the original (and unobtainable) 
P-Channel device. I've now posted the diagram on the web, and note that the 
drawing also has the latest factor revisions to the RF amp. Those of you 
with Davcos can get the diagram at 

http: //www.muohio.edu/~4cx250b/davcosch. gif 


This will be a large drawing, and you'll have to rescale it for printing. 
If it has trouble loading, drop me an email and I'll send it as an 
attachment. If you prefer, I can also send it as a .pdf file. 

73, 

Jim Garland W8ZR 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sat, 6 Jan 2001 18:14:25 +0000 

Subject: knurled nut wrench 

Message-ID: <20010106.182833. -358179.3.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


I finally got the wrench for the knurled nuts on toggle switches.It works 
very good it is the 3/4 inch size. The GC part number is 9359 and is 
less than 14 bucks. 

73S 

Jack 


Date: Sat, 06 Jan 2001 18:51:31 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: WAUKESHA SWAPFEST = HALLICRAFTERS= 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG6ROO1LWULVFE@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Jack; 


Se cecaek. ase Missing- a clean S-120 with a slight yellow cast to the paint on 


> top to the right. Will give reward for the return. 


This shows what happens when you try to make peace with a criminal. They 
just figure another way to do their dirty deeds. When the first incident 
occured I think I would have felt compelled to go the the swap operators 
and have that guy and his kid thrown out, make haste. You gotta fight 
back. Don't be embarrassed to get the "law" to do their job, others will 
thank you for standing up. Better luck next time. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


From: W4U0C@aol.com 

Message-ID: <84.f£b05bac.27893818@aol .com> 
Date: Sat, 6 Jan 2001 22:10:16 EST 

Subject: ART-13 Power Connector 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Well, I am returning to my youth and getting an ART-13 back on the air which 
I recently acquired. 


I am looking for the input power connector to connect the power supply I am 
buiding. 


Any one out there have one or can you recommend a source to acquire such a 
connector. 


Tom Koch - W4UOC 
Atlanta, GA. 


Message-Id: <3.0.32.20010107045802 .007292dc@pop.mindspring.com> 
Date: Sun, 07 Jan 2001 05:01:33 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: jim lockwood <jmlckwd@mindspring.com> 

Subject: Re: Heathkit HP-23(X) Power Supply Differences 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 02:36 PM 01/06/2001 -0600, misheb@execpc.com wrote: 

> 

>What are the differences in the Heathkit HP-23, HP-23A, HP-24B, 
>and HP24C power supplies? Thanks in advance. 


HP-23 has hard-wired selection of 250/300 V output, 6V (and 12 V) filament 
output, adjustable bias output (in addition to fixed bias), 3A fused line 
plug, and neon power indicator light. 


HP23A has switchable 250/300 V selection, 6V (and 12 V) filament output, 
adjustable bias output (in addition to fixed bias), push-button circuit 
breaker, and no power indicator light. 


HP23B has switchable 250/300V selection, 12 V filament output only, fixed 
bias output only, push button circuit breaker, and no power indicator light. 


HP23C - sorry, I don't have one of these here to look at. 


HP-23 and HP-23A supplies make excellent "life support" systems for 
GSB-100, HT-32, and HT-37 transmitters that have popped their fragile power 
transformers. 


73, 


Jim - k4ccf 


Message-ID: <QQaa01cO78cc$ebf5f£440$0101a8cO@hppav> 
From: "Bob Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Stuck Slug, again 
Date: Sun, 7 Jan 2001 11:11:42 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I know it's been asked a zillion times, but now I'm the one trying to 
remember Mom's Secret Formula for loosening a stuck coil slug. I recall 
heat being suggested, but I'm a little chicken about doing more harm than 
good if I just jam a soldering iron tip into the slug. And one is a "top" 
slug that can't be easily reached... (naturally!)... 


Thanks for any suggestions! 


73, Bob W9RAN 


Message-ID: <3A58BD4B.96D9FDE5@erols.com> 
Date: Sun, 07 Jan 2001 14:02:35 -0500 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: All Star correction 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have been informed by Al Bernard, that the All Star was 
not a kit. According to Al, The plans were made available. 
The parts were order by the builder from various radio parts suppliers. 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Sun, 7 Jan 2001 14:10:00 +0000 

Subject: Re: All Star correction No 2 

Message-ID: <20010107.141002.-500927.2.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


Howdy==looking in a Thordarson catalogue of 1934 and 35 I found the 
ALL-STAR reciever. It quoted "as more than 6000 Have been built" 
Thordarson sold "foundation kits" which were punched chassis, panels, 
transformers chokes and more. They specified Meissner plug in coils, if 
transformers, C-D capacitors and Ohmite resistors. This is the 7 tube 
set with 2 if stages. 
There is also an All-Star-Jr. a five tube set. 

Interesting what the old catalogues can tell!! 
73S 
Jack KOEWU 
<jackiv@juno.com> 


On Sun, 07 Jan 2001 14:02:35 -0500 philip mccoy <dgnova@erols.com> 
writes: 

> I have been informed by Al Bernard, that the All Star was 

> not a kit. According to Al, The plans were made available. 

The parts were order by the builder from various radio parts 
suppliers. 


VV VV 


Message-ID: <3A58E20D.53B70E46@bellsouth.net> 


Date: Sun, 07 Jan 2001 16:39:25 -0500 

From: Robert Lawson <w4rl@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Isolation Transformer Info Needed 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Fellow BA'er, 


I need information on the folowing UTC (Universal Transformer Corp ?) 
isolation transformers that I have ie models R-72 and R-73. I need the 
wattage ratings for them. Of note, when I use the R-72 with my 
Hallicrafters S-53A for a hour or more, the R-72 becomes warm to the 
touch. Not hot, just good and warm. The paper sticker on the back of the 
S-53A reads "50 Watts". When used with the R-73 isolation transformer it 
is cool to the touch after hours of operation. Is there a web page for 
such UTC isolation transformers? 


Thanks in advance. 
Regards, 


Robert WPE4FGR W4RL Pensacola Florida 


Date: Sun, 07 Jan 2001 16:28:03 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Isolation Transformer Info Needed 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG6TOOELYII398@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Hi Robert; 
Delilah we ee Not hot, just good and warm. ....... 
Thats's OK as long as it doesn't smell like it is cooking itself. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Sun, 07 Jan 2001 16:22:20 -0800 

From: Arden Allen <gumbear@pacbell.net> 
Subject: Re: Stuck Slug, again 

To: Old Tube Radios <boatanchors@theporch.com> 


Message-id: <QG6TOOELTII298@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Bob; 


I know it's been asked a zillion times, but now I'm the one trying to 
remember Mom's Secret Formula for loosening a stuck coil slug. I recall 
heat being suggested, but I'm a little chicken about doing more harm than 
good if I just jam a soldering iron tip into the slug. And one is a 
"top" 

> slug that can't be easily reached...(naturally!)... 


VVV Vv 


If the stuck slug is the kind with a hexagonal hole through the middle it 
may be cracked in two and when you try to turn it, it expands and locks 
itself inside the coil form. You may have to epoxy a metal rod into the 
slug so that there is one solid mass to screw out. If the slug is cemented 
in a little acetone trickled inside will loosen it up. Heat will free up a 
slug that is waxed in. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


From: JONWEINER@aol.com 

Message-ID: <58.5855ad9.278a6863@aol .com> 
Date: Sun, 7 Jan 2001 19:48:35 EST 

Subject: FS: Bristol Wrench Sets 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I have for sale several 10 Piece sets of hard to find Bristol wrenches. These 
are "L" shaped, made in the USA, and cover all sizes used in Collins, 
Hallicrafters, Johnson, and other equipment. Sets come in a fitted snap 
closure pouch. Price $22. in USA postpaid, $24. foreign postpaid. 


Jon, KIVVC 


Message-ID: <005901c0790£$9£68f4e0$32fd91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Mosley CM-1 Receiver 

Date: Sun, 7 Jan 2001 17:08:57 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I think one of the most interesting aspects is the use of the same 
bulb all the way thruout. I know the railcar supply comment is 
facetious, but i'm sure it wasn't a case of using cheapest tube 
available. It would be interesting to interview the designers on this 
thinking. I think they probably admired the lean functionality of 
military radios built on this idea; it also saved money in 
construction 

by minimizing tube sockets and space, and then made life easier 

for the mid-income owner, who would be happy to have to stock 

less tube types. 

Maybe the dial situation could have been cleaned up if the designers 
had gone for similar frequency coverage on the ranges, so you would 
have only 2 scales necessary, as on later Drake gear such as SPR-4. 
Hue Miller 


End o£ BOATANCHORS Digest 3076 
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